Monteringsanvisning Hornbeslag Klimfste Screenlt A30.Art.nr. 641050-1, -2, -3 @

O Hérnbeslag

Standard faste

Standard faste

Skruva fast fastena i bordsskérmen. Placeringen av hérnbeslagen beror pa vilken sida gavelskarmen skall vara (se nedan). Skruva fast ratten i
fastet. Det gar att montera ett justerbart Halfpipe direkt pa skarmen. Om inte skruva i skruv B i monteringshalet.

Gavelskarm Gavelskarm

Hérnbeslagens placering med gavel till héger.

Standard faste * . ’ R o - # Standard faste
. Standard féaste Standard féste ’ )

Vid gavel till héger skruvas skdrmarna upp enligt bild. Vid gavel till vénster skruvas skarmarna upp enligt bild.

Placera tryckrondellen mellan ratten och bordets under-
sida och drag at.
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Mounting instructions Corner clamp Screenlt A30.Art.no. 641050-1, -2, -3 @

Corner fittings

Standard clamp

Standard clamp

Screw the brackets to the table screens. The location of the corner fittings will depend on which side the side screen should be
(see below). Screw in the locking screw. You can install an adjustable Halfpipe directly on the screen. If not, screw in screw B in
the mounting hole for Halfpipe.

Frontscreen

Sidescreen

Sidescreen

Corner mount placement with side screen to the
right.

Corner mount placement with side screen to the
left.

Corner fittings

f X i, “Standard clamp

Standard clamp i Standord <l Standard clamp
— andard clamp

With side screen to the right, place the screens as With side screen to the left, place the screens as
shown. shown.

Place the pressure pad between the wheel and the table
underside and tighten.
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